
NOTE:  The document identifier and heading have been changed MIL-PRF-27/349B
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PERFORMANCE SPECIFICATION SHEET

TRANSFORMERS, POWER, 375 VOLTAMPERES,
3-PHASE, TYPE TF5S03YY

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The complete requirements for acquiring the transformer described herein shall
consist of this specification and the latest issue of MIL-T-27.

NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Unless otherwise specified, tolerance is ±.04 (1.0 mm).
4. Marking shall be on top and side of case.
5. Terminal 4 is missing for dash nos. 07 thru 18.

FIGURE 1.  Dimensions and configuration.
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  INCH    mm
  .010     0.25
  .02     0.5
  .090     2.29
  .1640     4.165
  .20     5.1
  .25     6.4
  .28     7.1
  .40   10.2
1.47   37.3
1.87   47.5
1.94   49.2
2.70   68.6
3.24   82.3
4.45 113.0
4.99 126.8

  (For dash numbers 01 through 06)   (For dash numbers 07 through 18)
PRIMARY (For dash nos. 01 thru 06) SECONDARY
WYE, 115 V to Com 1,2,3 Line 4 Com WYE, L Com Connect 6-8-10 Load 5-6, 7-6, 9-6
WYE, 200 V L-L 1,2,3 DELTA, L-L Connect 6-7,8-9 5-10 Load 5,7,9

WYE, L-L Connect 6-10, 8-10 Load 5,7,9

PRIMARY (For Dash nos. 07 thru 12)
DELTA, 115 V L-L 1,2,3

PRIMARY (For Dash nos. 13 thru 18)
DELTA, 200 V L-L 1,2,3

CIRCUIT DIAGRAMS








